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Anthrazit Englisch

VS 5® Schwerlastokosteine mit 5-facher Verschiebesicherung
CREABETON AG

https://creabeton.ch/ | info@creabeton.ch
Type: Stone | Eco Stone

22.5/22.5, glatt, gefast, mit Nockenverbund flr Splittfugen

Dieser umweltfreundliche Okostein kann problemlos mit dem VS 5® Schwerlaststein kombiniert werden. Trotz
grésseren Abstandhaltern und den Drainfugen behalt der VS 5® Schwerlast-Okostein mit der unterseitigen
Profilierung die verschiebesicheren Eigenschaften des VS 5®. Die aufgeweiteten Fugen gewahrleisten eine hohe
Versickerungsfahigkeit.
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mtextur ID 21091

Manufacturer CREABETON AG

Manufacturer-Email inf r n.ch

Product Line Vv hwerlastok ine mit 5-facher Verschi icherun

Dieser umweltfreundliche Okostein kann problemlos mit dem VS 5® Schwerlaststein kombiniert
werden. Trotz grésseren Abstandhaltern und den Drainfugen behalt der VS 5® Schwerlast-
Okostein mit der unterseitigen Profilierung die verschiebesicheren Eigenschaften des VS 5®. Die
aufgeweiteten Fugen gewahrleisten eine hohe Versickerungsfahigkeit.

Product Line Info

Material Name Anthrazit Englisch

Type Stone / Eco Stone

Material Info 22.5/22.5, glatt, gefast, mit Nockenverbund fir Splittfugen
eBKP G 2.2 Bodenbelag / G 2.2 Finished floor coverings

IFC IfcCovering / IfcSlab.Floor

Area of application

(mtextur Classic) Ofistits d Haor

Delivery zones CH /LI
Size of the CAD & BIM 0t 1500.0 mm / Width: 1500.0 mm
texture

IMPORTANT LEGAL INFORMATION FOR USAGE OF THE MTEXTUR-DATABASE AND MTEXTUR DATASHEET:

In the mtextur-database and the mtextur-datasheet you can find a variety of high-quality digitalized materials, classified according material-
type and subtype, color scope, field of application, manufacturer and product-line. The liability of the colors and the pattern of a CAD-
texture can not always be guaranteed. For binding samples and additional questions please get in contact with the manufacturer or reseller
directly (request link on material page). The information found on the mtextur-database is carefully collected and tested. Nevertheless are
there possibilities for mistakes or wrong information. The publisher, h2c GmbH, the according manufacturers and resellers are not liable for
any missing or incorrect information and its outcome, except h2c GmbH acts insofar willful.
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max. Length / Format
min. Format

Material code
Weight

Characteristics Info
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Length = 225 mm / Width = 225 mm / Thickness = 108 mm
Length = 225 mm / Width = 225 mm / Thickness = 108 mm
118382

218.0 kg/m?

Artikel 118618 und 118382 sind nur englisch palettiert erhaltlich. VS 5® Schwerlastdkosteine mit
Verschiebesicherung an fiinf Seiten und Drainfuge fir Verkehrsflachen. Die an der Unterseite
angebrachten Profilierungen verkrallen sich mit der Pflasterbettung. Die Verschiebesicherung
Ubertragt vertikale und horizontale Krafte auf benachbarte Steine. Die Profilierung an den
Steinunterseiten soll parallel zur Fahrrichtung verlaufen, weil dadurch das Verschieben der Steine
zum Fahrbahnrand verringert wird. Die Dicke der Bettungsschicht sollte mindestens 4 cm
betragen. Flachenrittler: Betriebsgewicht 200-600 kg / Zentrifugalkraft 30-60 kN. Mit Nocken 12
mm, Versickerungsoéffnung ca. 10%. Versickerungsleistung im Neuzustand mit Splittverfiillung ca.
6000 I/s-ha. Randsteine dirfen nur fir Randabschlisse verwendet werden.

IMPORTANT LEGAL INFORMATION FOR USAGE OF THE MTEXTUR-DATABASE AND MTEXTUR DATASHEET:

In the mtextur-database and the mtextur-datasheet you can find a variety of high-quality digitalized materials, classified according material-
type and subtype, color scope, field of application, manufacturer and product-line. The liability of the colors and the pattern of a CAD-
texture can not always be guaranteed. For binding samples and additional questions please get in contact with the manufacturer or reseller
directly (request link on material page). The information found on the mtextur-database is carefully collected and tested. Nevertheless are
there possibilities for mistakes or wrong information. The publisher, h2c GmbH, the according manufacturers and resellers are not liable for
any missing or incorrect information and its outcome, except h2c GmbH acts insofar willful.
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